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Media indexing beacon and capture device - Patent 20040015467 
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with a media capture device.. The media capture device also ... 
www.freepatentsonline.com/20040015467.html - 53k - Cached - Similar pages 

MEDIA INDEXING BEACON AND CAPTURE DEVICE - Patent EP1 540521 
Abstract not available for EP1 540521 Abstract of corresponding document: US2004015467 
A system and method for indexing media files includes capturing a ... 
www.freepatentsonline.com/EP1540521.html - 53k - Cached - Similar pages 
[ More results from www.freepatentsonline.com ] 

US Pregrant 20040015467 - Media indexing beacon and capture device 
The media capture device also receives index information from a media indexing beacon, 
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Media indexing beacon and capture device - Patent 20040015467 
A media capture and indexing system comprising: a media indexing beacon which 
generates a beacon signal containing index information relating to a subject; ... 
www.freepatentsonline.com/2004001 5467.html - 53k - Cached - Similar pages 
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www.freepatentsonline.com/EP1 540521 .html - 53k - Cached - Similar pages 
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File Format: PDF/Adobe Acrobat 

Index Terms— Digital image processing, light-emitting diode ... images and retains only the 
flashing beacon signal. The differ- ... 

ieeexplore.ieee.org/iel5/25/26976/01 198587.pdf?arnumber=1 198587 - Similar pages 

[pdf] Trace: time reservation using adaptive control for energy ... 

File Format: PDF/Adobe Acrobat 

Index Terms — Carrier sense multiple access, energy efficiency, ... to transmit its own 
beacon signal, and the node listens to the ... - 
ieeexplore.ieee.org/iel5/49/28068/01254567.pdf - Similar pages 

[pdf] A Novel Multiaccess Strategy for Multimedia Wireless LANs 
File Format: PDF/Adobe Acrobat 

media traf® c. In general, multimedia traf® c can be cate- ... arrives after a beacon signal 
is received will have to wait, for the next beacon signal. ... 

www.springerlink.com/index/UL0532V1 335741 19.pdf - S im ila r pages 

[pdf] Improving reliable transport and handoff performance in cellular ... 

File Format: PDF/Adobe Acrobat 
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www.springerlink.com/index/JK433P1T1 1 1WP857.pdf - Similar pages 

Yahoo! Answers - What are the risks that I should be aware of when ... 
Most Wi-Fi gateways let you restrict access to known MAC (Media Access Control) ... 
Hackers can capture the wireless data packets as they travel from your ... 
answers.yahoo.com/question/index?qid=20070111021134AALnrkG - 68k - 
Cached - Similar pa ges 
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File Format: PDF/Adobe Acrobat - View as HTML 

Index Terms— Intelligent sensor, Mobile robot, P2P network,. Sensor collaboration. ... to 
send its beacon signal to its neighbors, SENORA offers a ... 
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Media indexing beacon and capture device - Patent 20040015467 
A media capture and indexing system comprising: a media indexing beacon which 
generates a ... for example, may provide some relevant indexing information, ... 

www.freepatentsonline.com/20040015467.html - 53k - Cached - Similar pages 

System and method for determining the location of a target in a ... 

The person wears an infrared beacon, and the infrared beacon is tracked. ... used as an 

additional indexing information source, or a zoomed version ... 

www.freepatentsonline.com/6775014.html - 44k - Cached - Similar pages 

[ More results from www.freepatentsonline.com ] 

Media indexing beacon and capture device - IP. corn's Patent Debate 
The media capture device also receives index information from a media indexing beacon, 
wherein the index information is related to the subject in the media ... 
www.patentdebate.com/PATAPP/20040015467 - Supplemental Result - Similar pages 
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capture indexing information through API. connections. ... Payment Enclosed (Remit to: 
RMG Enterprises, Inc., 5905 Beacon Hill Lane, Erie,. PA 16509) ... 
www.scanhelp.com/288int/artcopy/comments/DIR8-6-04.pdf - Similar pages 

American Document Management 

The CD-R media is gold in appearance, rather than silver surface of a ... (TCO) has been a 
steady beacon in the information technology landscape since 1987, ... 
www.amdoc.com/glossary.shtml - 1 74k - Cached - Similar pag es 

Web Glossary : Geek Dictionary of Technical Words. Phrases and Terms 
capture Refers to saving or capturing data ie. from a Web-based form submission. ... The 
process of converting traditional media such as photos, ... 
www.bytesize.com/glossary.html - 120k - Cached - Similar pages 

sg i movie freq uently 

The Movie Library needs access to both the header/indexing information stored in the 
movie file, as well as the media data itself in order to play the movie ... 
www.faqs.org/ftp/pub/pub/faqs/sgi/faq/movie - 53k - Cached - S im il a r pages 

Path: senator-bedfellow.mit.edu!bloom-beacon.mit.edu!howland.erols ... 
You can invoke the Capture tool, passing it a file name and a set of options telling it what 
media to capture and what compression to use. ... 
www.dl.ac.uk/TCSC/disco/Courses/IRIXAdmin/ 

FAQ/SGI_movie_Frequently_Asked_Questions_.txt - 53k - Cached - Similar pages 

[pdf] Can We Ever Escape From Data Overload? A Cognitive Systems Diagnosis 
File Format: PDF/Adobe Acrobat - View as HTML 

offered to capture the nature of the data overload problem and how they lead to ... 
extraterrestrial beacon signal. Jerry's amazement was reflected by the ... 
csel.eng.ohio-state.edu/productions/woodscta/media/diagnosis.pdf - Similar pa ges 
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1 A Survey of Ener g y Efficient Network Protocols for Wireless Networks 
Christine E. Jones, Krishna M. Sivalingam, Prathima Agrawal, Jyh Cheng Chen 
September 2001 Wireless Networks, Volume 7 Issue 4 
Publisher: Kluwer Academic Publishers 

Full text available- fip pdf(271 55 KB) Add 'tional Information: full citation , abstract , references , citings , index 
^ ' terms 

Wireless networking has witnessed an explosion of interest from consumers in recent 
years for its applications in mobile and personal communications. As wireless networks 
become an integral component of the modern communication infrastructure, energy 
efficiency will be an important design consideration due to the limited battery life of 
mobile terminals. Power conservation techniques are commonly used in the hardware 
design of such systems. Since the network interface is a significant consumer o ... 

Keywords: energy efficient design, low-power design, mobile computing, network 
protocols,, power aware protocols, wireless networks 

2 Applications 1: media fusion for communication and presentation: Exploring media 
<g> correlation and synchronization for navigated hypermedia documents 
^ Kuo-Yu Liu, Herng-Yow Chen 

November 2005 Proceedings of the 13th annual ACM international conference on 

Multimedia MULTIMEDIA 05 
Publisher: ACM Press 

Full text available: ^pdf(691.96 KB) Additional Information: full citation , abstract , references , index terms 

This paper is devoted to explore media correlation and media synchronization in a 
composite multimedia document, the so-called navigated hypermedia document in our 
language learning system, to facilitate the multimedia authoring, presentation, and 
access. Two levels of media correlation in temporal, spatial, and content domains are 
investigated: syntactic level correlation and semantic level correlation. We devise a 
capturing mechanism to record all the media streams and relations ... 

Keywords: computed synchronization process, media correlation, media synchronization, 
semantic level correlation, syntactic level correlation 
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Xiaotao Liu, Mark Corner, Prashant Shenoy 

November 2005 Proceedings of the 13th annual ACM international conference on 
Multimedia MULTIMEDIA 05 

Publisher: ACM Press 

Full text available: ^ pdf(432.55 KB) Additional Information: full citation , abstract , references , index terms 

In this paper, we study how a sensor-rich world can be exploited by digital recording 
devices such as cameras and camcorders to improve a user's ability to search through a 
large repository of image and video files. We design and implement a digital recording 
system that records identities and locations of objects (as advertised by their sensors) 
along with visual images (as recorded by a camera). The process, which we refer to as 
sensor-enhanced video annotation (SEVA), combines a series ... 

Keywords: context-based retrieval, location-based services, sensor-enhanced, video 
annotation 



4 Wireless troubleshooting: MOJO: a distributed physical layer anomaly detection Q 
^ system for 802.1 1 WLANs 

^ Anmol Sheth, Christian Doerr, Dirk Grunwald, Richard Han, Douglas Sicker 

June 2006 Proceedings of the 4th international conference on Mobile systems, 

applications and services MobiSys 2006 
Publisher: ACM Press 

Full text available: ^|pdf(444.15 KB) Additional Information: full citation , abstract , references , index terms 

Deployments of wireless LANs consisting of hundreds of 802.11 access points with a large 
number of users have been reported in enterprises as well as college campuses. However, 
due to the unreliable nature of wireless links, users frequently encounter degraded 
performance and lack of coverage. This problem is even worse in unplanned networks, 
such as the numerous access points deployed by homeowners. Existing approaches that 
aim to diagnose these problems are inefficient because they troubleshoo ... 

Keywords: anomaly detection, self-healing, wireless networks 



5 Wireless monitoring and denial of service: A framework for wireless LAN monitoring Q 
and its applications 

Jihwang Yeo, Moustafa Youssef, Ashok Agrawala 

October 2004 Proceedings of the 2004 ACM workshop on Wireless security WiSe '04 
Publisher: ACM Press 

Full text available" ISlodlfl 03 MB) Additional Information: full citation , abstract , references , citings , index 
' ^ terms 

Many studies on measurement and characterization of wireless LANs (WLANs) have been 
performed recently. Most of these measurements have been conducted from the wired 
portion of the network based on wired monitoring (e.g. sniffer at some wired point) or 
SNMP statistics. More recently, wireless monitoring, the traffic measurement from a 
wireless vantage point, is also widely adopted in both wireless research and commercial 
WLAN management product development. Wireless monitoring technique c ... 

Keywords: anomaly, security, traffic characterization, wireless LAN, wireless monitoring 



6 Comparing desi g n options for allocating communication media in cooperative safety- Q 
critical contexts: a method and a case study 
Robert Fields, Fabio Paterno, Carmen Santoro, Sophie Tahmassebi 

December 1999 ACM Transactions on Computer-Human Interaction (TOCHI), volume 6 
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Issue 4 

Publisher: ACM Press 

«- .1 * ^ i ui 0i ^i*/^o7 nn i/d\ Additional Information: full citation , abstract , references , citings , index 

Full text available: Tu pdf(437.9Q KB ) - 

terms 

In this article we present a method for evaluating and comparing design options for 
allocating communication media. The method pays particular attention to how such 
options support cooperation in an interactive safety-critical system. The comparison is 
performed using three sets of criteria based on task performance, analysis of user 
deviations and consequent hazards, and coordination. The explicit emphasis on hazards 
and communication issues, using actual tasks to guide the evaluation, ens ... 

Keywords: air traffic control, task, usability and safety 

7 "Smart clot hing ": wearable multimedia c om putin g and "personal imaging" to restore Q 
the technological balance between people and their environments 
Steve Mann 

February 1997 Proceedings of the fourth ACM international conference on Multimedia 
MULTIMEDIA '96 

Publisher: ACM Press 

Full text available: ffl pdf( 2 .18 MB) Additional Information: full citation, ref erences , citin gs, i ndex terms 



Keywords: augmented reality, mediated reality, mobile multimedia, pencigraphic image 
compositing, personal imaging, smart spaces, ubiquitous computing, video orbits, video 
surveillance, wearable computing 



8 Jigsaw: solving the puzzle of enterprise 802.11 analysis 

jgjk Yu-Chung Cheng, John Bellardo, Peter Benko, Alex C. Snoeren, Geoffrey M. Voelker, Stefan 
Savage 

August 2006 ACM SIGCOMM Computer Communication Review , Proceedings of the 
2006 conference on Applications, technologies, architectures, and 
protocols for computer communications SIGCOMM '06, Volume 36 issue 4 

Publisher: ACM Press 

Full text available: ^I| pdf(1.21 MB) Additional Information: full citation , abstract , references , index terms 

The combination of unlicensed spectrum, cheap wireless interfaces and the inherent 
convenience of untethered computing have made 802.11 based networks ubiquitous in 
the enterprise. Modern universities, corporate campuses and government offices routinely 
de-ploy scores of access points to blanket their sites with wireless Internet access. 
However, while the fine-grained behavior of the 802.11 protocol itself has been well 
studied, our understanding of how large 802.11 networks behave in their ful ... 

Keywords: 802.11, measurement, monitoring, wireless networks 



9 Technical papers: Aiding knowledge capture by searching for extensions of 
knowledge models 

^ David B. Leake, Ana Maguitman, Thomas Reichherzer, Alberto J. Canas, Marco Carvalho, 
Marco Arguedas, Sofia Brenes, Tom Eskridge 

October 2003 Proceedings of the 2nd international conference on Knowledge capture 
K-CAP '03 

Publisher: ACM Press 

Full text available: *fgl pdf(458.76 KB) Additional Information: full citation , abstract , references , citings , index 
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terms , review 

Electronic concept mapping tools empower experts to play an active role in the knowledge 
capture process, and provide a medium for building richly connected multimedia 
knowledge models—sets of linked concept maps and resources about a particular 
domain. Knowledge models are intended to be used as a means for sharing knowledge 
among humans, not as carefully-crafted knowledge bases upon which machines will be 
performing inference. However, users must still confront the questions of what t ... 

Keywords: case-based reasoning, concept mapping, context, knowledge acquisition 
tools, knowledge engineering and modeling methodologies, knowledge management 
environments, retrieval 



10 Media-based navigation for hypermedia systems Q 
Kyoji Hirata, Yoshinori Hara, Naoki Shibata, Fusako Hirabayashi 

December 1993 Proceedings of the fifth ACM conference on Hypertext HYPERTEXT '93 
Publisher: ACM Press 
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This paper describes methods for service selection and service access for mobile, sensor- 
enhanced web clients such as wireless cameras or wireless PDAs with sensor devices 
attached. The clients announce their data-creating capabilities in "Produce" headers sent 
to servers; servers respond with forms that match these capabilities. Clients fill in these 
forms with sensor data as well as text or file data. The resultant system enables clients to 
access dynamically discovered services spontaneously, ... 
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We introduce a system for sensing complex social systems with data collected from 100 
mobile phones over the course of 9 months. We demonstrate the ability to use standard 
Bluetooth-enabled mobile telephones to measure information access and use in different 
contexts, recognize social patterns in daily user activity, infer relationships, identify 
socially significant locations, and model organizational rhythms. 
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FDDI (Fiber Distributed Data Interface) is a 100 Mbit/sec local area network (LAN) based 
on a token ring protocol operating over an optical fiber medium. Though not a 
metropolitan area network (MAN), FDDI can operate over distances normally considered 
as the province of MANs. With the addition of FDDI-II capabilities, and the newly defined 
mapping for FDDI over SONET, FDDI now offers MAN functionality for large organizations 
needing to provide integrated services over a widely based high perform ... 
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In this article, we investigate the impact of radio irregularity on wireless sensor networks. 
Radio irregularity is a common phenomenon that arises from multiple factors, such as 
variance in RF sending power and different path losses, depending on the direction of 
propagation. From our experiments, we discover that the variance in received signal 
strength is largely random; however, it exhibits a continuous change with incremental 
changes in direction. With empirical data obtained from the MICA2 ... 
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Embedded networked sensors promise to revolutionize the way we interact with our 
physical environment and require scalable, ad hoc deployable and energy-efficient node 
localization/positioning.This paper describes the motivation, design, implementation, and 
experimental evaluation (on sharply resource-constrained devices) of a self-configuring 
localization system using radio beacons. We identify beacon density as an important 
parameter in determining localization quality, which sat ... 
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This work has its roots in the HP Labs Cooltown project, whose core principle is that the 
integration of our physical world with the Web offers unique opportunities to enable 
ubiquitous computing applications. This paper describes our latest results in building a 
model and a software architecture called the Web presence manager (WPM) to support 
this physical-virtual integration. This software layer implements and specifies the services 
and information provided by Web representations of physical ... 
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Inter-vehicle communication is regarded as one of the major applications of mobile ad hoc 
networks (MANETs). Compared to other MANETs, these so called vehicular ad hoc 
networks (VANETs) have special requirements in terms of node mobility and position- 
dependent applications, which are well met by geographic routing protocols. Functional 
research on geographic routing has already reached a considerable level, whereas 
security aspects have been vastly neglected so far. Since position dissemination ... 
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This article describes one of the major efforts in the sensor network community to build 
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an integrated sensor network system for surveillance missions. The focus of this effort is 
to acquire and verify information about enemy capabilities and positions of hostile targets 
Such missions often involve a high element of risk for human personnel and require a 
high degree of stealthiness. Hence, the ability to deploy unmanned surveillance missions, 
by using wireless sensor networks, is of great pract ... 
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